
TABLE MIC STANDS
BASI MICROFONICHE DA TAVOLO
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Net weight | Peso netto 3,2 kg

Min/Max height |  !"#$$%&'()*'%+ 200 - 1250 mm

Closed lenght |&,)-./01. 600 mm

Max load | Carico Max 1 kg

Link with | Collegamento con 3/8” thread - 2!#"".

Dim. M. attachment |&3(/4&%""%55.&'4 3/8” thread - 2!#"".

Dim. F. attachment |&3(/4&%""%55.&6. 3/8” thread - 2!#"".

Mount rotates | Angolo di rotazione 360°

Tilt angle | Angolo di inclinazione 360°

Thickness | Spessore 1,2 mm stem -Stelo

Materials | Materiali Fe (structure - struttura)

Treatments | Trattamenti RAL9005 /silver

Net weight | Peso netto 3,2 kg

Min/Max height |  !"#$$%&'()*'%+ 200 - 1250 mm

Closed lenght |&,)-./01. 600 mm

Max load | Carico Max 1 kg

Link with | Collegamento con 3/8” thread - 2!#"".

Dim. M. attachment | 3(/4&%""%55.&'. 3/8” thread - 2!#"".

Dim. F. attachment |&3(/4&%""%55.&64 3/8” thread - 2!#"".

Mount rotates | Angolo di rotazione 360°

Tilt angle | Angolo di inclinazione 360°

Thickness | Spessore 1,2 mm stem -Stelo

Materials | Materiali Fe (Stem - Stelo) NI (Cable clips -7#1/%5%8()
Treatments | Trattamenti RAL 9005

COD.

07444

COD.

07316

TABLE MICROPHONE STAND, STEEL SHEET BASE, RAL 9005/SILVER
Base microfono da tavolo con base in lamiera, RAL 9005/silver

Table microphone stand with steel sheet base 
and telescopic arm from 34 to 61 cm. Comes 
with cable clips and thread adapter 3/8” and 
M12x1 tread inside, M16x1 outside. The joint on 
the base is provided with a lift blocking system, 
althought it is supplied with an exagonal key 
to lock the exact position of the microphone (if 
necessary).

9%:#&/(51.7.).&;%&"%8.!.&()&!%/(#1%&"#!#:5.<(5%&
;%&=>&%&?@&5/4&7#1/%5%8(&#&1(;A"".1#&=*BC&#&
'@D+@&()"#1).E&'@?+@&#:"#1).&()&;."%$(.)#4&
,!&-(A)".&%!!%&0%:#&;#!!.&:"#!.&F&71($(.)%".E&
5(.).).:"%)"#&8(#)#&7.1)("%&A)%&5G(%8#&#:%-.)%!#&
<#1&(!&:#11%--(.&;#!!%&<.:($(.)#&;#!!H%:"%4

Table microphone stand with steel sheet base 
and telescopic arm from 34 to 61 cm. Comes 
with cable clips and thread adapter 3/8” and 
M12x1 tread inside, M16x1 outside. The joint on 
the base is provided with a lift blocking system, 
althought it is supplied with an exagonal key to 
lock the exact position of the microphone 
(if necessary).

9%:#&/(51.7.).&;%&"%8.!.&()&!%/(#1%&"#!#:5.<(5%&
;%&=>&%&?@&5/4&7#1/%5%8(&#&1(;A"".1#&=*BC&#&
'@D+@&()"#1).E&'@?+@&#:"#1).&()&;."%$(.)#4&
,!&-(A)".&%!!%&0%:#&;#!!.&:"#!.&F&71($(.)%".E&
5(.).).:"%)"#&8(#)#&7.1)("%&A)%&5G(%8#&#:%-.)%!#&
<#1&(!&:#11%--(.&;#!!%&<.:($(.)#&;#!!H%:"%4

TABLE MICROPHONE STAND, STEEL SHEET BASE, RAL 9005
Base microfono da tavolo con base in lamiera, RAL 9005

BASI MICROFONICHE DA TAVOLO
TABLE MIC STANDS
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Net weight | Peso netto 2,80 kg

Min/Max height |  !"#$$%&'()*'%+ 280 - 440 mm

Closed lenght |&,)-./01. 380 mm

Max load | Carico Max 1 kg

Link with | Collegamento con 3/8” thread - 2!#"".&(F)

Dim. M. attachment I&3(/4&%""%55.&'4 3/8” thread - 2!#"".

Dim. F. attachment I&3(/4&%""%55.&64 3/8” thread - 2!#"".

Tilt angle | Angolo di inclinazione 90°

Thickness | Spessore 1,5/2 mm (telescopic arm - 01%55(. "#!4)

Materials | Materiali Fe(telescopic arm - 01%55(.&"#!4J 

NI(cable clips -7#1/%5%8(; swivel Joint - Snodo)

PVC (inserts - piedini)

Treatments | Trattamenti CHROME PLATING - Cromatura

(telescopic  arm - 01%55(.&"#!.) - RAL9005

(CAST IRON BASE - 9%:#&-G(:%J

Net weight | Peso netto 2,80 kg

Min/Max height |& !"#$$%&'()*'%+ 280 - 440 mm

Closed lenght |&,)-./01. 380 mm

Max load | Carico Max 1 kg

Link with | Collegamento con 3/8” Thread - 6(!#"". (6)

Dim. M. attachment |&3(/4&%""%55.&'. 3/8” Thread - 6(!#"".

Dim. F. attachment | 3(/4&%""%55.&64 3/8” Thread - 6(!#"".

Tilt angle | Angolo di inclinazione 90°

Thickness | Spessore 1,5/2 mm (Telescopic arm - Braccio tel.)

Materials | Materiali Fe (Telescopic arm - Braccio tel.)

NI (Cable clips -7#1/%5%8(; 

Swivel Joint - Snodo) - PVC (Inserts - Piedini)

Treatments | Trattamenti RAL9005 (CAST IRON BASE - Base ghisa)

Telescopic arm - 91%55(.&"#!4)

Cast-iron table microphone stand with sound-
absorbing rubber inserts and tiltable telescopic arm 
(340-610 mm). Swivel joint made of nylon. Comes 
with cable clips and thread adapter 3/8” and M12x1 
thread inside, M16x1 outside.

9%:#&/(51.7.).&;%&"%8.!.&()&-G(:%&5.)&<(#;()(&
%)"(1A/.1#&#&01%55(.&"#!#:5.<(5.&K=>LM?@L&//J&
()5!()%0(!#4&N).;.&()&)%(!.)4&7#1/%5%8(E&1(;A"".1#&=*BC&#&
'@D+@&()"#1).E&'@?+@&#:"#1).&()&;."%$(.)#4

Cast-iron table microphone stand with sound-
absorbing rubber inserts and tiltable telescopic arm 
(340-610 mm). Swivel joint made of nylon. Comes 
with cable clips and thread adapter 3/8” and M12x1 
thread inside, M16x1 outside.

9%:#&/(51.7.).&;%&"%8.!.&()&-G(:%&5.)&<(#;()(&
%)"(1A/.1#&#&01%55(.&"#!#:5.<(5.&K=>LM?@L&//J&
()5!()%0(!#4&N).;.&()&)%(!.)4&6#1/%5%8(E&1(;A"".1#&=*BC&
#&'@D+@&()"#1).E&'@?+@&#:"#1).&()&;."%$(.)#4

COD.

01704

COD.

01947

TABLE MICROPHONE STAND, CAST-IRON, TELESCOPIC ARM, CHROME PLATED
Base microfono da tavolo in ghisa, telescopica, cromata

TABLE MICROPHONE STAND, CAST-IRON, TELESCOPIC ARM, RAL 9005
Base microfono da tavolo in ghisa, telescopica, RAL 9005

BASI MICROFONICHE DA TAVOLO
TABLE MIC STANDS
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COD.

04703

COD.

08118

COD.

08277

TABLE MICROPHONE STAND, STEEL, RAL 9005
Base microfono, acciaio, RAL 9005

Steel table microphone stand. Diam93mm. with 
sound absorbing rubber. Thread 5/8 femal and 
adaptor 3/8 female.

9%:#&/(51.7.).&;%&"%8.!.&1#%!($$%"%&()&%55(%(.4&
3(%/O=//4&P.)&-A%1)($(.)#&%)"(8(01%$(.)#4&
6(!#"".&Q*B&7#//()%&#&1(;A"".1#&=*B&7#//()%4

Has a female XLR microphone connector and 
 !"!#$%&$!' ()$*!+%%$,!-.%/! !# )$!012!3$4%&.5!
connector.

3(:<.)#&;(&A)&5.))#"".1#&RS6&7#//()%&<#1&(!&
/(51.7.).&#&;(&A)&5%8.&!A)-.&=&/#"1(&%&5%<.&;#!&
TA%!#&#:(:"#&A)&5.))#"".1#&RSU&/%:5G(.&8.!%)"#&
V#A"1(W4

X%:&%&7#/%!#&RSU&/(51.<G.)#&5.))#5".1&%);&
%&=&/#"1#&5%0!#E&2""#;&Y("G&%&/%!#&RSU&V#A"1(W&
5.))#5".14

3(:<.)#&;(&A)&5.))#"".1#&RS6&7#//()%&<#1&(!&
/(51.7.).&#&;(&A)&5%8.&!A)-.&=&/#"1(&%&5%<.&;#!&
TA%!#&#:(:"#&A)&5.))#"".1#&RSU&/%:5G(.&8.!%)"#&
V#A"1(W4

TABLE MICROPHONE STAND WITH XLR CONNECTION BLACK
Base microfonica da tavolo con attacco XLR volante nera

TABLE MICROPHONE STAND WITH XLR CONNECTION WHITE
Base microfonica da tavolo con attacco XLR volante bianca

Net weight | Peso netto 1,05 kg

Closed lenght | ,)-./01. 380 mm

Link with | Collegamento con rack 19’’

Thickness | Spessore 1,2 mm

Materials | Materiali Fe - pvc (inserts - piedini)

Treatments | Trattamenti RAL 9005

net weight | Peso netto 0,9 kg

Closed lenght | ,)-./01. 95x35 mm

Footprint diameter | Diametro d’apertura 95 mm

S()W&Y("G&I&Collegamento con XLR

Materials | Materiali Fe

Treatments | Trattamenti ral 9005

Net weight | Peso netto 0,9 kg

losed lenght | ,)-./01. 95x35 mm

Footprint diameter | Diametro d’apertura 95 mm

Link with | Collegamento con XLR

Materials | Materiali Fe

Treatments | Trattamenti ral 9010

BASI MICROFONICHE DA TAVOLO
TABLE MIC STANDS
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Net weight | Peso netto 1,30 kg

Closed lenght | ,)-./01. 100x500 mm

Footprint diameter | Diametro d’apertura 100 mm

Link with | Collegamento con XLR

Materials | Materiali Fe

Treatments | Trattamenti RAL 9005

Net weight | Peso netto 1,30 kg

Closed lenght | ,)-./01. 100x500 mm

Footprint diameter | Diametro d’apertura 100 mm

Link with | Collegamento con XLR

Materials | Materiali Fe

Treatments | Trattamenti RAL 9010

Has a female XLF microphone connector 
and a male XLR Neutrik connector.

3(:<.)#&;(&A)&5.))#"".1#&RS6&7#//()%&<#1&
(!&/(51.7.).&#&;(&A)&5.))#"".1#&RSU&/%:5G(.&&
V#A"1(W4

Has a female XLF microphone connector 
and a male XLR Neutrik connector.

3(:<.)#&;(&A)&5.))#"".1#&RS6&7#//()%&<#1&
(!&/(51.7.).&#&;(&A)&5.))#"".1#&RSU&/%:5G(.&&
V#A"1(W4

COD.

07994

COD.

08276

TABLE MICROPHONE STAND WITH XLR CONNECTION BLACK
Base microfonica da tavoro con attacco XLR nera

TABLE MICROPHONE STAND WITH XLR CONNECTION WHITE
Base microfonica da tavolo con attacco XLR bianca

BASI MICROFONICHE DA TAVOLO
TABLE MIC STANDS





MICROPHONE STANDS
ASTE MICROFONICHE
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COD.

07080 - 07433
MICROPHONE FLOOR STAND, STEEL SHEET BASE Ø270
Asta microfono con base tonda in lamiera Ø270

Floor microphone stand with steel sheet base 
Ø270mm with aesthetic and sound-absorbing 
sealing gasket. Telescopic steam section from 
100 to 175 cm. Comes with cable clips and 
thread adapter 3/8 and M12x1 thread inside, 
M16x1 outside.

 :"%&/(51.7.).&5./<.:"%&;%&A)%&0%:#&".);%&
ZD[L//&()&!%/(#1%&5.)&-A%1)($(.)#&#:"#"(5%&
#;&%)"(1A/.1#4&S.&:"#!.&F&1#-.!%0(!#&()&%!"#$$%&
;%&@LL&%&@[Q&5/4&6#1/%5%8(&#&1(;A"".1#&=*BC&#&
'@D+@&()"#1).E&'@?+@&#:"#1).&()&;."%$(.)#4

V#"&Y#(-G"&I&\#:.&)#"". 4 kg

Min/Max height |& !"#$$%&'()*'%+ 1000-1750 mm

Closed lenght | ,)-./01. 270x270x1000 mm

Max load | Carico Max 2,5 kg

Dim. M. attachment | 3(/4&%""%55.&'. M16x1 o 3/8 W

Dim. F. attachment |&3(/4&%""%55.&64 M12x1

Thickness | Spessore 1,5/2 mm tubes - "A0(

Materials | Materiali Fe (structure - Struttura)

Treatments | Trattamenti RAL9005 - RAL9005/silver

ASTE MICROFONICHE
MICROPHONE STANDS

07080 07433
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COD.

07079 -07442
MICROPHONE FLOOR STAND, STEEL SHEET BASE Ø250MM
Asta microfono con base tonda in lamiera Ø250mm

Floor microphone stand with steel sheet base 
Ø250mm with aesthetic and sound-absorbing sealing 
gasket. Telescopic steam section from 100 to 175 cm. 
Comes with cable clips and thread adapter 3/8 and 
M12x1 thread inside, M16x1 outside

 :"%&/(51.7.).&5./<.:"%&;%&A)%&0%:#&".);%&ZDQL//&
()&!%/(#1%&5.)&-A%1)($(.)#&#:"#"(5%&#;&%)"(1A/.1#4&
S.&:"#!.&F&1#-.!%0(!#&()&%!"#$$%&;%&@LL&%&@[Q&5/4&
6#1/%5%8(&#&1(;A"".1#&=*BC&#&'@D+@&()"#1).E&'@?+@&
#:"#1).&()&;."%$(.)#4

Net weight | Peso netto 3,4 kg

Min/Max height |  !"#$$%&'()*'%+ 1000-1750 mm

Closed lenght | ,)-./01. 250x250x1000 mm

Max load | Carico Max 2,5 kg

Dim. M. attachment | 3(/4&%""%55.&'4 M16x1 o 3/8 W Dim. F. ATTACHMENT |

Dim. attacco F. M12x1 Thickness | Spessore

1,5/2 mm Tubes - ]A0(

Materials | Materiali Fe (Structure - Struttura)

Treatments | Trattamenti RAL9005 - RAL9005/silver

ASTE MICROFONICHE
MICROPHONE STANDS

07079 07442
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Net weight | Peso netto 8,50 kg

Min/Max height I& !"#$$%&'()*'%+ 1200 - 1650 mm

Closed lenght | ,)-./01. 650 mm

Max load | Carico Max 1 kg

Link with | Collegamento con 3/8” thread - 2!#"".&K6J

Dim. M. attachment I&3(/4&%""%55.&'43/8” thread - 2!#"".

Dim. F. attachment | 3(/4&%""%55.&64 3/8” thread - 2!#"".

Mount rotates | Angolo di rotazione 360°

Tilt angle | Angolo di inclinazione 360°

Thickness | Spessore 1,2 mm stem -Stelo

Materials | Materiali Fe (stem - N"#!.J

NI (cable clips - 7#1/%5%8()

Treatments | Trattamenti RAL 9005

Net weight | Peso netto 5,90 kg

Min/Max height |  !"#$$%&'()*'% x 800 - 1200 mm

Closed lenght |&,)-./01. 600 mm

Max load | Carico Max 1 kg

Link with | Collegamento con 3/8” thread - 2!#"".&K6J

Dim. M. attachment | 3(/4&%""%55.&'4 3/8” thread - 2!#"".

Dim. F. attachment | 3(/4&%""%55.&64 3/8” thread - 2!#"".

Mount rotates | Angolo di rotazione 360°

Tilt angle | Angolo di inclinazione 360°

Thickness | Spessore 1,2 mm stem -Stelo

Materials | Materiali Fe (Stem - Stelo)

NI (Cable clips -7#1/%5%8()

Treatments | Trattamenti RAL 9005

COD.

04329

COD.

04334

“REVOLUTION” MICROPHONE FLOOR STAND, CAST-IRON, RAL 9005
Asta microfono “Revolution”, base in ghisa, RAL 9005

Floor microphone stand steel made, with cast-iron base D.280mm., and 
PVC inserts. Thanks to the new self-locking system, the support will lock 
and it will automatically keep all the positions. It is supplied with cable 
and thread adapter 3/8” and M12x1 thread inside, M16x1 outside. In 
order to facilitate transport it can be fully folded.

 :"%&/(51.7.).&()&%55(%(.E&5./<.:"%&;%&0%:#&".);%&&34DBL//4&()&
-G(:%&5.)&<(#;()(&()&\^P4&,!&)A.8(::(/.&:(:"#/%&;(&1#-.!%$(.)#&5.)"()A%&
%A".0!.55%)"#&NSN&KN#!7&S.5W()-&N_:"#/J&<#1/#""#&%!!H%:"%&;(&0!.55%1:(&#&
/%)"#)#1#&%A"./%"(5%/#)"#&"A""#&!#&<.:($(.)(4&P./<!#".&;(&>&7#1/%5%8(E&
1(;A"".1#&=*BC&#&'@D+@&()"#1).E&'@?+@&#:"#1).4&\#1&7%5(!("%1#&(!&"1%:<.1".&
!H%:"%&F&1(5G(A;(0(!#&:A&:`&:"#::%4

Floor microphone stand, steel made with cast-iron base D.250mm., and 
PVC inserts. Thanks to new SLS (Self Locking System) the support will 
lock and it will keep automatically all the positions. It is supplied with 
cable and thread adapter 3/8” and M12x1 thread inside, M16x1 outside.  
In order to facilitate transport it can be fully folded. It’s a very good 
67)4%.78!97&!'789$&$8'$*!,&4#! #:).+' %.78!$%';!

 :"%&/(51.7.).&a'()(C()&%55(%(.E&5./<.:"%&;%&0%:#&".);%&&34DQL//4&()&
-G(:%&5.)&<(#;()(&()&\^P4&,!&)A.8(::(/.&:(:"#/%&;(&1#-.!%$(.)#&5.)"()A%&
%A".0!.55%)"#&NSN&KN#!7&S.5W()-&N_:"#/J&<#1/#""#&%!!H%:"%&;(&0!.55%1:(&#&
/%)"#)#1#&%A"./%"(5%/#)"#&"A""#&!#&<.:($(.)(4&P./<!#".&;(&>&7#1/%5%8(E&
1(;A"".1#&=*BC&#&'@D+@&()"#1).E&'@?+@&#:"#1).4&\#1&7%5(!("%1#&(!&"1%:<.1".&
!H%:"%&F&1(5G(A;(0(!#&:A&:`&:"#::%4&
b""(/%!#&!HA"(!($$.&<#1&!H%/<!(25%$(.)#&;(&0%""#1(#&#&<#1&:%!#&5.)7#1#)$#4

“REVOLUTION” MINI MICROPHONE FLOOR STAND, CAST-IRON BASE, RAL 9005
Asta microfono “Revolution” MINI, base in ghisa, RAL 9005

ASTE MICROFONICHE
MICROPHONE STANDS
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Net weight | Peso netto 3,40 kg

Extension Min/Max | c:"#):(.)#&'()*'%+ 200 - 1200 mm

Closed lenght | ,)-./01. 600 mm

Max load | Carico Max 1 kg

Link with | Collegamento con 3/8” thread - 2!#"".&K6J

Dim. M. attachment |&3(/4&%""%55.&'4 3/8” thread - 2!#"".

Dim. F. attachment |&3(/4&%""%55.&64 3/8” thread - 2!#"".

Thickness | Spessore 1,2 mm stem -Stelo - 4 mm PLATE - Piastra

Materials | Materiali Fe (stem - Stelo)

NI (cable clips - 7#1/%5%8()

Treatments | Trattamenti RAL 9005

Net weight | Peso netto 3,50 kg

Min/Max height I& !"#$$%&'()*'%+ 20 - 120 mm

Closed lenght | ,)-./01. 600 mm

Max load | Carico Max 1 kg

Link with | Collegamento con 3/8” thread - 2!#"".&K6J

Dim. M. attachment | 3(/4&%""%55.&'4 3/8” thread - 2!#"".

Dim. F. attachment | 3(/4&%""%55.&64 3/8” thread - 2!#"".

Mount rotates | Angolo di rotazione 360°

Tilt angle | Angolo di inclinazione 360°

Thickness | Spessore 1,2 mm stem -Stelo

Materials | Materiali Fe (Stem - Stelo)

NI (Cable clips - 7#1/%5%8()

Treatments | Trattamenti RAL 9005

< ))!#.'&7:/78$!6% 8,!6%$$)!# ,$;!=%$$)!:) %$;!%7!+>!%/$!6% 8,!%7!
the wall. Thanks to the new self-locking system, the support will 
lock and it will automatically keep all the positions. It is supplied 
with 4 cable clips and thread adapter 3/8” and M12x1 thread inside, 
M16x1 outside. To save space it can be fully folded. It’s a very 
good solution for recording rooms and radios.

 :"%&/(51.7.).&;%&/A1.&()&%55(%(.&5.)&<(%:"1%&%""%55.&%&/A1.&
Z@OL//4&,!&)A.8(::(/.&:(:"#/%&;(&1#-.!%$(.)#&5.)"()A%&
%A".0!.55%)"#&NSN&KN#!7&S.5W()-&N_:"#/J&<#1/#""#&%!!H%:"%&
;(&0!.55%1:(&#&/%)"#)#1#&%A"./%"(5%/#)"#&"A""#&!#&<.:($(.)(4&&
P./<!#".&;(&>&7#1/%5%8(&#&1(;A"".1#&=*BC&#&'@D+@&()"#1).E&'@?+@&
#:"#1).4&SH%:"%&F&1(5G(A;(0(!#&:A&:#&:"#::%4&,;#%!#&<#1&:"A;(&;(&
1#-(:"1%$(.)(&#&1%;(.4

Table microphone stand steel made. Thanks to the new self-locking 
system (SLS), the support will lock and it will automatically keep all 
the positions. It is supplied with 4 cable clips and thread adapter 
3/8” and M12x1 thread inside, M16x1 outside.  To save space it 
can be fully folded. It’s a very good solution for recording rooms 
and radios.

,!&)A.8(::(/.&:(:"#/%&;(&1#-.!%$(.)#&5.)"()A%&%A".0!.55%)"#&NSN&
KN#!7&S.5W()-&N_:"#/J&<#1/#""#&%!!H%:"%&;(&0!.55%1:(&#&/%)"#)#1#&
%A"./%"(5%/#)"#&"A""#&!#&<.:($(.)(4&P./<!#".&;(&>&7#1/%5%8(E&
1(;A"".1#&=*BC&#&'@D+@&()"#1).E&'@?+@&#:"#1).4&SH%:"%&F&1(5G(A;(0(!#&
:A&:#&:"#::%4&
,;#%!#&<#1&:"A;(&;(&1#-(:"1%$(.)#&#&:"%$(.)(&1%;(.4

COD.

04347

COD.

04332

“REVOLUTION” WALL MICROPHONE STAND, RAL 9005
Asta microfono da parete “Revolution”, RAL 9005

“REVOLUTION” TABLE MICROPHONE STAND, RAL 9005
Asta microfono da tavolo “Revolution”, RAL 9005

ASTE MICROFONICHE
MICROPHONE STANDS
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Net weight | Peso netto 3 kg

Min/Max height |  !"#$$%&'()*'%+ 20 - 120 mm

Closed lenght | ,)-./01. 600 mm

Max load | Carico Max 1 kg

Link with | Collegamento con 3/8” thread -&2!#"".&K6J

Dim. M. attachment | 3(/4&%""%55.&'4 3/8” thread - 2!#"".

Dim. F. attachment | 3(/4&%""%55.&64 3/8” thread - 2!#"".

Mount rotates | Angolo di rotazione 360°

Tilt angle | Angolo di inclinazione 360°

Thickness | Spessore 1,2 mm stem -Stelo

Materials | Materiali Fe (stem - Stelo)

NI (cable clips -7#1/%5%8()

Treatments | Trattamenti RAL 9005

Net weight | Peso netto 4,70 kg

Min/Max height |  !"#$$%&'()*'%+ 30-110 mm

Closed lenght | ,)-./01. 120 mm

Max load | Carico Max 0,50 kg

Tilt angle | Angolo di inclinazione 45°

Thickness | Spessore 1,2 mm stem - Stelo

Materials | Materiali Fe (stem - Stelo)

Treatments | Trattamenti anodisation silver

COD.

04594

COD.

04367

“REVOLUTION” TABLE MICROPHONE STAND, FIX, RAL 9005
Asta microfono da tavolo fissa “Revolution”, RAL 9005

Fix table microphone stand steel made. Thanks to 
the new self-locking system (SLS), the support will 
lock and it will automatically keep all the positions. It 
is supplied with 4 cable clips and thread adapter 3/8” 
and M12x1 thread inside, M16x1 outside. To save 
space it can be folded.  It’s a very good solution for 
recording rooms and radios.

 :"%&/(51.7.).&5.)&%""%55.&;%&"%8.!.&2::.&()&%55(%(.4&
Il nuovissimo sistema di regolazione continua 
%A".0!.55%)"#&NSN&KN#!7&S.5W()-&N_:"#/J&<#1/#""#&
%!!H%:"%&;(&0!.55%1:(&#&/%)"#)#1#&%A"./%"(5%/#)"#&
"A""#&!#&<.:($(.)(4&P./<!#".&;(&>&7#1/%5%8(E&1(;A"".1#&
=*BC&#&'@D+@&()"#1).E&'@?+@&#:"#1).4&SH%:"%&
F&1(5G(A;(0(!#&:A&:`&:"#::%4&,;#%!#&<#1&:"A;(&;(&
1#-(:"1%$(.)#&#&:"%$(.)(&1%;(.4

Floor microphone stand with cable inside, cast 
iron base D. 250mm. Neutrik male and female 
connectors:, the wheel allows to tilt the stand. 
RAL9005.

 :"%&/(51.7.).&;%&"#11%&5%0!%"%E&5.)&0%:#&
()&-G(:%&;%&DQL//434&P.))#"".1(&/%:5G(.&
#&7#//()%&V#A"1(W4&P./<!#"%&;(&:).;.&<#1&
permettere la regolazione dell’altezza e 
;#!!H()5!()%$(.)#4&U S&OLLQ

INTERNAL CABLE MICROPHONE STAND, NEUTRIK CONNECTORS, RAL 9005
Asta microfono cablata, connettori neutrik, RAL 9005

ASTE MICROFONICHE
MICROPHONE STANDS
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Net weight | Peso netto 4,10 kg

Min/Max height |& !"#$$%&'()*'%+ 900 - 1600 mm

Closed lenght |&,)-./01. 880 mm

Footprint diameter | Diametro d’apertura 440 mm

Max load | Carico Max 2,50 kg

Link with | Collegamento con 3/8” thread - 2!#"".&K6J

Dim. M. attachment | 3(/4&%""%55.&'4 3/8” thread - 2!#"".

Dim. F. attachment | 3(/4&%""%55.&64 3/8” thread - 2!#"".

Thickness | Spessore 1,5/2 mm stem - Stelo

Materials | Materiali Fe (stem - Stelo) - PVC (INSERTS - Piedini)

NI (cable clips - fermacavi)

Treatments | Trattamenti 9005 (base)CHROME PLATING - 

Cromatura (STEM - Stelo)

Net weight | Peso netto 3,80 kg

Min/Max height |  !"#$$%&'()*'%+ 640 - 1790 mm

Closed lenght | ,)-./01. 860 mm

Footprint diameter | Diametro d’apertura 740 mm

Max load | Carico Max 2,50 kg

Link with | Collegamento con 3/8” thread - 2!#"". (F)

Dim. M. attachment | 3(/4&%""%55.&'4 3/8” thread - 2!#"".

Dim. F. attachment |&3(/4&%""%55.&64 3/8” thread - 2!#"".

Mount rotates | Angolo di rotazione 360°

Tilt angle | Angolo di inclinazione 180°

Thickness | Spessore 1,5/1,2 mm (stem -Stelo) - 1,2 (ARM - d(1%77%)

Materials | Materiali Fe (stem - Stelo)

Treatments | Trattamenti RAL 9005 (BASE) - CHROME PLATING  - 

Cromatura (stem  - Stelo; ARM - d(1%77%)

Floor microphone stand with cast-iron round 
base (ø 250 mm) with sound-absorbing 
rubber inserts and telescopic stem section. 
Comes with cable clips and thread adapter 
3/8” and M12x1 thread inside, M16x1 
outside.

 :"%&/(5.7.).&5./<.:"%&;%&0%:#&".);%&Ke&
DQL&//J&()&-G(:%&5.)&<(#;()(&%)"(1A/.1#&
#&:"#!.&1#-.!%0(!#&()&%!"#$$%4&6#1/%5%8(E&
1(;A"".1#&=*BC&#&'@D+@&()"#1).E&'@?+@&
#:"#1).&()&;."%$(.)#4

Floor microphone stand with single piece 
boom arm. Telescopic stem section. Folding 
)$?6!+>$,!78!' 6%@.&78!( 6$;!A4))!#$% )!
structure. Swivel joint made of anodised 
aluminium. Comes with cable clips and 
thread adapter 3/8” and M12x1 thread 
inside, M16x1 outside.

 :"%&/(51.7.).&5.)&-(1%77%4&N"#!.&1#-.!%0(!#&
()&%!"#$$%4&]1#<<(#;#&2::%".&:A&0%:#&()&
%55(%(.4&N"1A""A1%&5./<!#"%/#)"#&()&/#"%!!.4&
N).;.&()&%!!A/()(.&%).;($$%".4&6#1/%5%8(E&
1(;A"".1#&=*BC&#&'@D+@&()"#1).E&'@?+@&
#:"#1).&()&;."%$(.)#4

COD.

00630

COD.

00621

MICROPHONE FLOOR STAND, CAST-IRON ROUND BASE
Asta microfono con base tonda in ghisa

MICROPHONE FLOOR STAND WITH BOOM ARM, METAL, CHROME PLATED
Asta microfono con giraffa, metallo, cromata

ASTE MICROFONICHE
MICROPHONE STANDS
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Net weight | Peso netto 3,40 kg

Min/Max height |& !"#$$%&'()*'%+ 330 - 1300 mm

Closed lenght | ,)-./01. 610 mm

Footprint diameter | Diametro d’apertura 580 mm

Max load | Carico Max 2,50 kg

Link with | Collegamento con 3/8” thread - 2!#"".&K6J

Dim. M. attachment | 3(/4&%""%55.&'4 3/8” thread - 2!#"".

Dim. F. attachment | Dim. attacco F. 3/8” thread - 2!#"".

Tilt angle | Angolo di inclinazione 180°

Thickness | Spessore 1,5/1,2 mm (Stem -Stelo)

1,2 /1 (ARM - d(1%77%)

Materials | Materiali Fe (stem - Stelo)

Treatments | Trattamenti RAL 9005 (BASE) - CHROME PLATING

Cromatura (Stem - Stelo; ARM - d(1%77%)

Net weight | Peso netto 3,30 kg

Min/Max height |  !"#$$%&'()*'%+ 640 - 1840 mm

Closed lenght | ,)-./01. 860 mm

Footprint diameter | Diametro d’apertura 740 mm

Max load | Carico Max 2,50 kg

Link with | Collegamento con 3/8” thread - 2!#"".&K6J

Dim. M. attachment | 3(/4&%""%55.&'4 3/8” thread - 2!#"".

Dim. F. attachment |&3(/4&%""%55.&64 3/8” thread - 2!#"".

Mount rotates | Angolo di rotazione 360°

Tilt angle | Angolo di inclinazione 180°

Thickness | Spessore 1,5/1,2 mm (stem -Stelo) - 1,2 (ARM - d(1%77%)

Materials | Materiali Fe (stem - Stelo)

NI (cable clips - 7#1/%5%8()

Treatments | Trattamenti RAL 9005 (BASE) - CHROME PLATING

Cromatura (stem  - Stelo; ARM - d(1%77%)

COD.

00633

COD.

00625

MINI FLOOR MICROPHONE STAND WITH BOOM ARM, METAL, CHROME PLATED
Asta microfono mini con giraffa, metallo, cromata

Floor microphone stand with cast-iron round 
base (ø 250 mm) with sound-absorbing rubber 
inserts and telescopic stem section. Comes with 
cable clips and thread adapter 3/8” and M12x1 
thread inside, M16x1 outside.

 :"%&/(5.7.).&5./<.:"%&;%&0%:#&".);%&Ke&DQL&
//J&()&%55(%(.&5.)&<(#;()(&%)"(1A/.1#&#&:"#!.&
1#-.!%0(!#&()&%!"#$$%4&6#1/%5%8(E&1(;A"".1#&=*BC&#&
'@D+@&()"#1).E&'@?+@&#:"#1).&()&;."%$(.)#4

Floor microphone stand with single piece boom 
 &#;!B$)$6'7:.'!6%$#!6$'%.78;!A7),.8?!)$?6!+>$,!
on cast-iron base. Swivel joint made of ABS with 
brand. Comes with cable clips and thread adapter 
3/8” and M12x1 thread inside, M16x1 outside.

 :"%&/(51.7.).&5.)&-(1%77%4&N"#!.&1#-.!%0(!#&()&
%!"#$$%4&]1#<<(#;#&2::%".&:A&0%:#&()&%55(%(.4&
N).;.&()& 9N&5.)&!.-.4&6#1/%5%8(E&1(;A"".1#&=*BC&
#&'@D+@&()"#1).E&'@?+@&#:"#1).&()&;."%$(.)#4

MICROPHONE FLOOR STAND WITH BOOM ARM AND BRAND, CHROME PLATED
Asta microfono con giraffa e logo, cromata

ASTE MICROFONICHE
MICROPHONE STANDS
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Net weight | Peso netto 3,30 kg

Min/Max height |  !"#$$%&'()*'%+ 640 - 1840 mm

Closed lenght | ,)-./01. 860 mm

Footprint diameter | Diametro d’apertura 740 mm

Max load | Carico Max 2,50 kg

Link with | Collegamento con 3/8” thread -&2!#"".&K6J

Dim. M. attachment | 3(/4&%""%55.&'4 3/8” thread -&2!#"".

Dim. F. attachment | 3(/4&%""%55.&64 3/8” thread - 2!#"".

Mount rotates | Angolo di rotazione 360°

Tilt angle | Angolo di inclinazione 180°

Thickness | Spessore 1,5/1,2 mm (stem -Stelo) - 1,2 (ARM - d(1%77%)

Materials | Materiali Fe (stem - Stelo)

NI (cable clips - 7#1/%5%8()

Treatments | Trattamenti RAL 9005

Net weight | Peso netto 3,30 kg

Min/Max height |  !"#$$%&'()*'%+ 690 - 1810 mm

Closed lenght | ,)-./01. 870 mm

Footprint diameter | Diametro d’apertura 740 mm

Max load | Carico Max 2,50 kg

Link with | Collegamento con 3/8” thread - 2!#"". (F)

Dim. M. attachment | 3(/4&%""%55.&'4 3/8” thread - 2!#"".

Dim. F. attachment | 3(/4&%""%55.&64 3/8” thread - 2!#"".

Mount rotates | Angolo di rotazione 360°

Tilt angle | Angolo di inclinazione 180°

Thickness | Spessore 1,5/1,2 mm (stem -Stelo) - 1,2 (ARM - d(1%77%)

Materials | Materiali Fe (stem - Stelo)

NI (cable clips - 7#1/%5%8()

Treatments | Trattamenti RAL 9005

Floor microphone stand with single piece boom 
 &#;!B$)$6'7:.'!6%$#!6$'%.78;!A7),.8?!)$?6!+>$,!
on cast-iron base. Swivel joint made of ABS with 
brand. Comes with cable clips and thread adapter 
3/8” and M12x1 thread inside, M16x1 outside.

 :"%&/(51.7.).&5.)&-(1%77%4&N"#!.&1#-.!%0(!#&()&
%!"#$$%4&]1#<<(#;#&2::%".&:A&0%:#&()&%55(%(.4&
N).;.&()& 9N&5.)&!.-.4&6#1/%5%8(E&1(;A"".1#&=*BC&
#&'@D+@&()"#1).E&'@?+@&#:"#1).&()&;."%$(.)#4

Floor microphone stand with single piece 
boom arm. Telescopic stem section. Folding 
)$?6!+>$,!78!' 6%@.&78!( 6$;!=-.C$)!D7.8%!
made of nylon. Comes with cable clips 
and thread adapter 3/8” and M12x1 thread 
inside, M16x1 outside.

 :"%&/(51.7.).&5.)&-(1%77%4&N"#!.&1#-.!%0(!#&
()&%!"#$$%4&]1#<<(#;#&2::%".&:A&0%:#&
()&%55(%(.4&N).;.&()&)%(!.)4&6#1/%5%8(E&
1(;A"".1#&=*BC&#&'@D+@&()"#1).E&'@?+@&
#:"#1).&()&;."%$(.)#4

COD.

00624

COD.

00627

COD.

00626

MICROPHONE FLOOR STAND WITH BOOM ARM AND BRAND, RAL 9005
Asta microfono con giraffa e logo, RAL 9005

MICROPHONE FLOOR STAND WITH BOOM ARM, FOLDIND LEGS, RAL 9005
Asta microfono con giraffa, RAL 9005

ASTE MICROFONICHE
MICROPHONE STANDS

MICROPHONE FLOOR STAND WITH BOOM ARM, FOLDIND LEGS, CHROME PLATED
Asta microfono con giraffa,cromata
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Net weight | Peso netto 2,20 kg

Min/Max height |  !"#$$%&'()*'%+ 620 - 1750  mm

Closed lenght | ,)-./01. 860 mm

footprint diameter | Diametro d’apertura 700 mm

Max load | Carico Max 2,50 kg

Link with | Collegamento con 3/8” thread - 2!#"".&K6J

Dim. M. attachment | 3(/4&%""%55.&'4 3/8” thread -&2!#"".

Dim. F. attachment | 3(/4&%""%55.&64 3/8” thread - 2!#"".

Mount rotates | Angolo di rotazione 360°

Tilt angle | Angolo di inclinazione 180°

Thickness | Spessore 1,5/1,2 mm (stem -Stelo) - 1,2 (ARM - d(1%77%)

Materials | Materiali Fe (stem - N"#!.J

NI (cable clips - 7#1/%5%8(J

Treatments | Trattamenti CHROME PLATING  - Cromatura

(stem  - Stelo; ARM - d(1%77%J

Net weight | Peso netto 2,20 kg

Min/Max height |  !"#$$%&'()*'%+ 620 - 1750 mm

Closed lenght |&,)-./01. 860 mm

Footprint diameter | Diametro d’apertura 700 mm

Max load | Carico Max 2,50 kg

Link with | Collegamento con 3/8” thread - 2!#"". (F)

Dim. M. attachment | 3(/4&%""%55.&'4 3/8” thread - 2!#"".

Dim. F. attachment I&3(/4&%""%55.&64 3/8” thread - 2!#"".

Mount rotates | Angolo di rotazione 360°

Tilt angle | Angolo di inclinazione 180°

Thickness | Spessore 1,5/1,2 mm (stem -Stelo) - 1,2 (ARM - d(1%77%)

Materials | Materiali Fe (stem - Stelo)

NI (cable clips -7#1/%5%8(; BASE)

Treatments | Trattamenti RAL 9005

ASTE MICROFONICHE
MICROPHONE STANDS

COD.

00628

COD.

01950

FLOOR MICROPHONE STAND WITH BOOM ARM, FOLDING LEGS, CHROME PLATED
Asta microfono con giraffa e treppiede, cromata

Floor microphone stand with single piece boom 
arm. Telescopic stem section. Folding legs 
+>$,!78!8E)78!( 6$;!=-.C$)!D7.8%!# ,$!79!8E)78;!
Comes with cable clips and thread adapter 3/8” 
and M12x1 tread inside, M16x1 outside.

 :"%&/(51.7.).&5.)&-(1%77%4&N"#!.&1#-.!%0(!#&()&
%!"#$$%4&]1#<<(#;#&2::%".&:A&0%:#&)%(!.)4&N).;.&
()&)%(!.)4&6#1/%5%8(E&1(;A"".1#&=*BC&#&'@D+@&
()"#1).E&'@?+@&#:"#1).&()&;."%$(.)#4

Floor microphone stand with single piece boom 
 &#;!B$)$6'7:.'!6%$#!6$'%.78;!A7),.8?!)$?6!+>$,!
on nylon base. Closure of legs upwards. Swivel 
joint made of nylon. Comes with cable clips and 
thread adapter 3/8” and M12x1 tread inside, 
M16x1 outside.

 :"%&/(51.7.).&5.)&-(1%77%4&N"#!.&1#-.!%0(!#&
()&%!"#$$%4&]1#<<(#;#&2::%".&:A&0%:#&)%(!.)4&
PG(A:A1%&;#(&<(#;(&8#1:.&!H%!".4&N).;.&()&)%(!.)4&
6#1/%5%8(E&1(;A"".1#&=*BC&#&'@D+@&()"#1).E&
'@?+@&#:"#1).&()&;."%$(.)#4

FLOOR MICROPHONE STAND WITH BOOM ARM, FOLDING LEGS, RAL 9005
Asta microfono con giraffa e treppiede, ral 9005
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Net weight | Peso netto 2,50 kg

Min/Max height |  !"#$$%&'()*'%+ 580 - 1700 mm

Closed lenght | ,)-./01. 880 mm

Footprint diameter | Diametro d’apertura 700 mm

Max load | Carico Max 2,50 kg

Link with | Collegamento con 3/8” thread - 2!#"".&K6J

Dim. M. attachment | 3(/4&%""%55.&'4 3/8” thread - 2!#"".

Dim. F. attachment | 3(/4&%""%55.&64 3/8” thread - 2!#"".

Mount rotates | Angolo di rotazione 360°

Tilt angle | Angolo di inclinazione 180°

Thickness | Spessore 1,5/1,2 mm (stem -Stelo) - 1,2 (ARM - d(1%77%)

Materials | Materiali Fe (stem - Stelo)

NI (cable clips - 7#1/%5%8()

Treatments | Trattamenti Chrome plating - cromatura (tubes-"A0()

Net weight | Peso netto 2,50 kg

Min/Max height |  !"#$$%&'()*'%+ 580 - 1700 mm

Closed lenght |&,)-./01. 880 mm

Footprint diameter | Diametro d’apertura 700 mm

Max load | Carico Max 2,50 kg

Link with | Collegamento con 3/8” thread - 2!#"". (F)

Dim. M. attachment | 3(/4&%""%55.&'4 3/8” thread - 2!#"".

Dim. F. attachment |&3(/4&%""%55.&64 3/8” thread - 2!#"".

Mount rotates | Angolo di rotazione 360°

Tilt angle | Angolo di inclinazione 180°

Thickness | Spessore 1,5/1,2 mm (stem -Stelo) - 1,2 (ARM - d(1%77%)

Materials | Materiali Fe (stem - Stelo)

NI (cable clips - 7#1/%5%8(J

Treatments | Trattamenti RAL 9005 (STEM - Stelo; ARM - d(1%77%)

ASTE MICROFONICHE
MICROPHONE STANDS

Floor microphone stand with single piece boom 
 &#;!B$)$6'7:.'!6%$#!6$'%.78;!A7),.8?!)$?6!+>$,!
on cast-iron base. Swivel joint made of nylon. 
Comes with cable clips and thread adapter 3/8” 
and M12x1 thread inside, M16x1 outside.

 :"%&/(51.7.).&5.)&-(1%77%4&N"#!.&1#-.!%0(!#&()&
%!"#$$%4&]1#<<(#;#&2::%".&:A&0%:#&()&-G(:%4&
N).;.&()&)%(!.)4&6#1/%5%8(E&1(;A"".1#&=*BC&#&
'@D+@&()"#1).E&'@?+@&#:"#1).&()&;."%$(.)#4

Floor microphone stand with single piece boom 
 &#;!B$)$6'7:.'!6%$#!6$'%.78;!A7),.8?!)$?6!+>$,!
on cast-iron base. Swivel joint made of nylon. 
Comes with cable clips and thread adapter 3/8” 
and M12x1 thread inside, M16x1 outside.

 :"%&/(51.7.).&5.)&-(1%77%4&N"#!.&1#-.!%0(!#&()&
%!"#$$%4&]1#<<(#;#&2::%".&:A&0%:#&()&)%(!.)4&
N).;.&()&)%(!.)4&6#1/%5%8(E&1(;A"".1#&=*BC&#&
'@D+@&()"#1).E&'@?+@&#:"#1).&()&;."%$(.)#4

COD.

00622

COD.

00623

FLOOR MICROP. STAND WITH BOOM ARM, FOLDING LEGS, CHROME PLATED, NYLON BASE
Asta microfono con giraffa e treppiede, cromata su base nailon

FLOOR MICROPHONE STAND WITH BOOM ARM, FOLDING LEGS, NYLON BASE, RAL 9005
Asta microfono con giraffa e treppiede su base nailon, RAL 9005
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Net weight | Peso netto 0,50 kg

Closed lenght | ,)-./01. 440 mm

Max load | Carico Max 1,50 kg

Link with | Collegamento con 3/8” thread -&2!#"".&K6J

Dim. M. attachment |&3(/4&%""%55.&'4 3/8” thread - 2!#"".

Dim. F. attachment |&3(/4&%""%55.&64 3/8” thread - 2!#"".

Mount rotates | Angolo di rotazione 360°

Tilt angle | Angolo di inclinazione 180°

Thickness | Spessore 1,2 mm (TUBES -]A0(J 

Materials | Materiali Fe (stem - Stelo) - NI (cable clips -  

7#1/%5%8i; swivel joint - N).;.J

Treatments | Trattamenti CHROME PLATING - Cromatura (TUBES -]A0(J

Net weight | Peso netto 0,05 kg

ASTE MICROFONICHE
MICROPHONE STANDS

COD.

01654

COD.

01951

COD.

01737

SUPPLEMENTARY ARM 90°, THREAD 3/8, CHROME PLATED
Braccio supplementare 90°, filetto 3/8”, cromato

Floor microphone stand with telescopic stem 
6$'%.78;!A7),.8?!)$?6!+>$,!78!8E)78!( 6$;!
Comes with cable clips and thread adapter 3/8” 
and M12x1 thread inside, M16x1 outside.

 :"%&/(51.7.).&5.)&:"#!.&1#-.!%0(!#&()&%!"#$$%4&
]1#<<(#;#&2::%".&:A&0%:#&)%(!.)4&6#1/%5%8(E&
1(;A"".1#&=*BC&#&'@D+@&()"#1).E&'@?+@&#:"#1).&
()&;."%$(.)#4

MICROPHONE CLAMP TAPERED
Supporto microfono fisso

MICROPHONE CLAMP SPRING LOADED, NYLON
Supporto microfono a pinza, nailon
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Net weight | Peso netto 0,25 kg

Link with | Collegamento con 16x1 thread - 2!#"".&(F) (M)

Dim. M. attachment | 3(/4&%""%55.&'4 16x1 thread - 2!#"".

Dim. F. attachment | 3(/4&%""%55.&64 16x1 thread - 2!#"".

Mount rotates | Angolo di rotazione 90°

Tilt angle | Angolo di inclinazione 90°

Materials | Materiali Fe

Treatments | Trattamenti cataforesi

Net weight | Peso netto 0,23 kg

Link with | Collegamento con 3/8” thread -  !"##$%&F) (M)

Dim. M. attachment | '()*%+##+,,$%-* 3/8” thread -  !"##$

Dim. F. attachment |%'()*%+##+,,$%.* 3/8” thread -% !"##$

Thickness | Spessore 4 mm

Materials | Materiali Fe

Treatments | Trattamenti CHROME PLATING - Cromatura

ASTE MICROFONICHE
MICROPHONE STANDS

Gooseneck, excellent “droop” resistance L= 300 
mm, ø 15 mm. With 16x1 male thread at top and 
16x1 female thread at base of stem. Supplied 
unwired, wiring can be threaded through stem.

/0+,,($%1$0#+)(,0$2$3$%4"55(6(!"%,$3%"!"7+#+%
0"5(5#"38+%+!!+%4"55($3"%9:%;<<%))=%>%?@%))*%
A##+,,$%5B1"0($0"%,$3% !"##$%)+5,C($%?DE?%"F%
(32"0($0"%,$3% !"##$%2"))(3+%?DE?*%G("3"%2$03(#$%
3$3%,+6!+#$=%10"F(51$5#$%1"0%(35"0()"3#$%,+7(*%

Floor microphone stand with telescopic stem 
 !"#$%&'()%*+$&,(*!, (-.!+(%&(&/*%&(01 !'(2%3! (
with cable clips and thread adapter 3/8” and 
M12x1 thread inside, M16x1 outside.

A5#+%)(,0$2$3$%,$3%5#"!$%0"H$!+6(!"%(3%+!#"88+*%
I0"11("F"% 55+#$%5B%6+5"%3+(!$3*%."0)+,+7(=%
0(FB##$0"%;JKL%"%-?ME?%(3#"03$=%-?DE?%"5#"03$%(3%
F$#+8($3"*

COD.

04704

COD.

01765

GOOSENECK, FLEXIBLE, L: 300 MM, 16X1, RAL 9005
Braccio portamicrofono flessibile, L: 300 mm, 16x1, RAL 9005

STEREO BAR TO HOLD TWO MICROPHONES, CHROME PLATED
Adattatore per due microfoni, cromato


